Table SWM.1 Rainfall Targets/Runoff Curve Number Reductions used for ESD

Hydrologic Soil Group A

%I RCN* Pe=1" 1.2" 1.4" 1.6" 1.8" 2.0" 2.2" 24" 2.6"
0% 40
5% 43
10% 46
15% 48 38
20% 51 40 38 38
25% 54 41 40 39
30% 57 42 41 39 38
35% 60 44 42 40 39
40% 61 44 42 40 39
45% 66 48 46 41 40
50% 69 51 48 42 41 38
55% 72 54 50 42 41 39
60% 74 57 52 44 42 40 38
65% 77 61 55 47 44 42 40
70% 80 66 61 55 50 45 40
75% 84 71 67 62 56 48 40 38
80% 86 73 70 65 60 52 44 40
85% 89 77 74 70 65 58 49 42 38
90% 92 81 78 74 70 65 58 48 42 38
95% 95 85 82 78 75 70 65 57 50 39
100% 98 89 86 83 80 76 72 66 59 40

Hydrologic Soil Group B

%l RCN* Pe=1" 1.2" 1.4" 1.6" 1.8" 2.0" 2.2" 2.4" 2.6"
0% 61
5% 63
10% 65
15% 67 55
20% 68 60 55 55
25% 70 64 61 58
30% 72 65 62 59 55
35% 74 66 63 60 56
40% 75 66 63 60 56
45% 78 68 66 62 58
50% 80 70 67 64 60
55% 81 71 68 65 61 55
60% 83 73 70 67 63 58
65% 85 75 72 69 65 60 55
70% 87 77 74 71 67 62 57
75% 89 79 76 73 69 65 59
80% 91 81 78 75 71 66 61
85% 92 82 79 76 72 67 62 55
90% 94 84 81 78 74 70 65 59 55
95% 96 87 84 81 77 73 69 63 57
100% 98 89 86 83 80 76 72 66 59 55

:]va Addressed (RCN = Woods in Good Condition)

[ |RCN Applied to Cp, Calculations

2000 MD Stormwater Desiaon Manual Vols 1&11 (Effective Oct. 2000. revised Mayv 2009)



Runoff Curve Number Reductions used for Environmental Site Design (continued)

Hydrologic Soil Group C

%l RCN* Pe=1" 1.2" 14" { 1.6" 1.8" 2.0" 22" 2.4" 2.6"
0% 74 b
5% 75
10% 76
15% 78
20% 79 70
25% 80 72 70 70
30% 81 73 72 71
35% 82 74 73 72 70
40% 84 77 75 73 71
45% 85 78 76 74 71
50% 86 78 76 74 71
55% 86 78 76 74 71 70
60% 88 80 78 76 73 71
65% 90 82 80 77 75 72
70% 91 82 80 78 75 72
75% 92 83 81 79 75 72
80% 93 84 82 79 76 72
85% 94 85 82 79 76 72
90% 95 86 83 80 77 73 70
95% 97 88 85 82 79 75 71
100% 98 89 86 83 80 76 72 70
Hydrologic Soil Group D
%l RCN* Pe=1" 1.2" 1.4" 1.6" 1.8" 2.0" 2.2" 2.4" 2.6"
0% 80
5% 81
10% 82
15% 83
20% 84 77
25% 85 78
30% 85 78 77 77
35% 86 79 78 78
40% 87 82 81 79 77
45% 88 82 81 79 78
50% 89 83 82 80 78
55% 90 84 82 80 78
60% 91 85 83 81 78
65% 92 85 83 81 78
70% 93 86 84 81 78
75% 94 86 84 81 78
80% 94 86 84 82 79
85% 95 86 84 82 79
90% 96 87 84 82 79 77
95% 97 88 85 82 80 78
100% 98 89 86 83 80 78 77

[ ]cp. Addressed (RCN = Woods in Good Condition)

[ |RCN Applied to Cp, Calculations

2000 MD Stormwater Management Design Manual Vols 1&11 (Effective Oct. 2000, Rev. May 2009)



