Table SWM.4: WURC // CPv Requirement Worksheet (Redevelopment)

Drainage
Area

Provided
ESDv

CPv - WOODS IN GOOD CONDITION

CPv - SITE ANALYSIS

S Q1

Area

122,839

CPv
8,892 cft.

RCN

Q1

Area

122,839

CPv
8,892 cft.

Volume
To Be Treated
O cft.

ESD to
MEP Met

259,182

15,635 cft.

259,182

15,635 cft.

O cft.

136,778

8,781 cft.

136,778

14,513 cft.

-5,732 cft.

148,104
283,140

10,103 cft.
20,495 cft.

148,104
283,140

9,508 cft.
20,495 cft.

595 cft.
O cft.

62,726

4,540 cft.

62,726

4,540 cft.

O cft.

111,949

8,103 cft.

111,949

8,103 cft.

O cft.

222,156

14,262 cft.

222,156

13,401 cft.

861 cft.
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0.82

348,480
345,649

21,022 cft.
23,580 cft.

82

2.20

1.15

348,480
345,649

28,289 cft.
33,044 cft.

-7,267 cft.
-9,464 cft.

0.77

78,408

5,034 cft.

73

3.70

0.68

78,408

4,437 cft.

597 cft.

D Met to MEP with 50

% Reduction of Impervi

ous Area (Pre to Post Comparison)

0.87

44,213
261,142

3,200 cft.
18,903 cft.

77

2.99

0.87

44,213
261,142

3,200 cft.
26,312 cft.

O cft.
-7,410 cft.

173,804
109,553

10,485 cft.
7,930 cft.

173,804
109,553

10,485 cft.
7,930 cft.

O cft.
O cft.

26,572

1,923 cft.

26,572

1,923 cft.

O cft.

150,064

10,237 cft.

150,064

9,634 cft.

603 cft.

63,598

4,603 cft.

63,598

4,603 cft.

O cft.

48,134

3,484 cft.

48,134

3,484 cft.

O cft.

0.87

83,853
232,393

6,070 cft.
16,822 cft.

77

2.99

0.87

83,853
232,393

6,070 cft.
16,822 cft.

O cft.
O cft.

0.72

187,308

11,299 cft.

78

2.82

0.92

187,308

14,367 cft.

-3,068 cft.

D Met to MEP with 50

% Reduction of Impervi

ous Area (Pre to Post Comparison)

0.64

196,020

10,386 cft.

72

3.89

0.64

196,020

10,386 cft.

O cft.
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0.59

609,622

30,187 cft.

71

4.08

0.59

609,622

30,187 cft.

O cft.




